
Lifeloc WorkPlace Series

WORKPLACE
TESTING

Unlock the Power
of Alcohol Testing

For over 25 years, Lifeloc Technologies 

has provided advanced alcohol testing 

equipment and training for Workplace 

and DOT professionals.

We provide our customers with  

best in class precision instruments, 

fully integrated solutions, advanced  

training and service packages.
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Fully Integrated Solutions
• EasyMode™ Software Provides Error Free Testing
• Wireless Bluetooth Capability
• Password Protection 
• Calibration Reminders and Lockout Features
• AlcoMark® Software Compatible
• Data Management Solutions
 
Precision Instruments
• Full Sized 1" Platinum Fuel Cell with Lifetime Warranty
• Automatic Deep Lung Sampling
• Rapid and Repeatable Test Taking
• Fastest Response Times
 
Ease of Use
• Fully Automated Operation
• Simple Electronic Calibration 
• Menu Selectable Features
• Easy to Understand Prompts with Full Text Alerts
• Sturdy and Rugged Design
• Exceptional Battery Life
 
Five Star Customer Care
• Deluxe Warranty
• Live, Onsite Technical Support
• Repairs in 5 Days or Less or Service is Free
• Comprehensive Service Packages
• Affordable Product, Solutions and Supplies
• Full Training, Certification and Professional  
 Consultation

Lifeloc, Technologies
12441 West 49th Avenue, Suite 4
Wheat Ridge, CO 80033
303.431.9500  |  800.722.4872
fax: 303.431.1423
www.lifeloc.com

Unit Comparison EV30™ Phoenix™ 6.0BT
Full Size 1" Platinum Fuel Cell • •
Battery Status Indicator & Warnings • •
Up to 70 “on” hours • •
4 AA Alkaline or
NiMH Rechargable Batteries • •
Superior Passive Testing • •
64 Character Display LED OLED
Graphs Breath Flow &  Alcohol Levels • •
≤10 sec. response time • •
≤30 sec. recovery time • •
Detection Range: .000 to .600 BAC • •
Accuracy: +/- .005 BAC to .100 BAC,
+/-5% between .100 to .400 BAC • •
Size: 2.6" x 5" x 1.25" • •
Weight: 8 oz. (227 grams) • •
Deluxe Warranty 1 Year 2 Years
Automatic Deep Lung Sampling • •
DOT/NHTSA Approved • •
Automatic Testing • •
Manual Testing • •
Passive Testing • •
User Selectable Test Mode • •
Optional Protective Grip - Black or Yellow • •
Operating Temperature
0° - 40° C or 32° - 104° F • •
250 Test On Board Memory • •
Results Display:
BAC or Pass, Warn, Fail • •
Real Time Clock • •
Cal/Cal Check Reminder • •
Cal/Cal Check Lockout • •
Remaining Tests or Time before Lockout • •
Adjustable Auto Shut-Off • •
Data Input Fields • •
AlcoMark® Software Compatible • •
Printing Capability • •
Kit Configuration • •
User Selectable Printer Copies (1-3) • •
Automatic Air Blank • •
Fully Automatic Operation • •
Password Protection  •
Bluetooth Capability  •
Wireless Bluetooth Printing  •
PermAffix Secure Labeling System   •
Automatic Altitude Compensation   •
Easy Mode Software  •

AlcoMark® and Phoenix® are registered trademark of Lifeloc Technologies, Inc.
EV30, and EasyMode are trademarks of Lifeloc Technologies, Inc.


